
FEATURES

Premium Power Supplies:
>	120 VAC input, 24 VAC output
>	Outputs for 4, 8 and 16 cameras
>	Input and output fuse protection
>	Power on/off switch
>	LED indicator for output status 
>	One year warranty

National Electronics premium power supplies provide 
24 VAC output for four, eight or sixteen cameras. 

The NL-CPS4004, NL-CPS4008 and NL-CPS8016 
are packaged in an easy to install metal enclosure 
that has ample room for wiring connections and 
conduit entries. For added protection, each output 
is individually fused with an LED indicator for easy 
trouble identification per output. These units have a 
master power switch and include spare fuses and a 
three-prong powercord for installation convenience.

National Electronics also offers an economical 
alternative for powering five or ten cameras. 

The NL-CPS4005 and NL-CPS8010 are also packaged 
in easy-to-install metal enclosures that have ample 
room for wiring connections and conduit entries. 
Aside from the convenience of a central power supply, 
this well-priced units offer fused protection on the 120 
VAC input and each individual output. These units 
come with a three-prong powercord and metal screws 
for the cabinet cover, to prevent unauthorized access. 

 

Economic Power Supplies:
>	120 VAC input, 24 VAC output
>	Outputs for 5 or 10 cameras
>	Input and output fuse protection
>	One year warranty
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Please visit our website for more information on the 
entire line of National Electronics™ products.
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	 Premium Power Supplies

Outputs	 Four, eight or sixteen individually fused 24 VAC outputs

LED Indicator Lights	 	
Input Power LED (green)	 ON indicates incoming input voltage	
Output Power LEDs (red)	 ON indicates blown output fuse 

Fuses	 Incoming safety fuse block 3.15 A, 250 V, ceramic;	
	 Load output fuses 1 A, 250 V; spare fuses included

Video Bandwidth	 Up to 40 MHz

Dimensions (W × H × D)	 9 1/4 × 8 1/4 × 3 1/2 inches; 233 × 210 x 90 mm

Approvals	 UL/cUL listed; UL60950/CSA 22.2 No60950-00

	 Economic Power Supplies

Outputs	 Five or ten individually fused 24 VAC outputs

Fuses	 Incoming safety fuse block 3.15A, 250 V, ceramic;	
	 Load output fuses 1 A, 250 V

Dimensions (W × H × D)	 9 1/4 × 8 1/4 × 3 1/2 inches; 233 × 210 x 90 mm

SPECIFICATIONS   >	 NL-CPS4000 SERIES  >  NL-CPS8000 SERIES                      


